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Standards

NominalSizesofunits

Maximumoperatingworkpressure

Maximumflow

Hydraulicpumps

Generalprotectiongradeoftheunit

Hydraulicfluid

Filters

Indicators

ElectricMotors

Commandmanifoldblocks

Mountingtypes

Hydraulicunitsasguidesof
NBR10141andANSIB93.18

30,60,120 L
Specials250,300,400upto1000L

160,210and 250bar astheunitandsourcepower

Upto 39 L/mininaccordancetothepumptype

Asstandard,geartype
GLOBALseries11, forotherpumps,pleasecontactus

Asstandard,tankIP67,MotorIP55
Specials,overconsult(Classifyareas)

Mineraloilsconformto DIN51524
part 2 , usuallyISOVG32,46,68
SPECIALFLUIDS:OVERCONSULT

Asstandard:
Suctionfilterof 50microns
Returnfilterof10microns
Reservoirairventfilterof10microns
Maximumcontaminationlevel:
Class20/18/15conformto DIN4406

levelindicator, manometer
withisolatingvalve

Asstandard,typeV1 threephases- asynchrony, 4Poles
220/380/440/660IP55with “C”typeflange
(Others,pleasecontactGLOBAL)

Commandmanifoldsblockswithpressurereliefvalve,
manometer, 2 to 6 freestationsforTN6orTN10valves.
(Thecommandvalvesmustbeorderinseparate,in
accordancetothefunctionanapplication)

Asstandard,electricmotorinverticalpositionwiththe
pumpsubmerse.
Anothersmountingsorspecialspecificationsplease
contactGLOBAL.


